“"HIMELON® flame retardant ULH-E Series” Specifications January 11, 2023
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Quality Assurance Section

*k Himelon flame retardant ULH-E series is a product that complies with RoHS and ELV directives. on B {RAEER

(EAAVULH-ES—XI[E, RoHSHES  ELVIERE S HMATT )
* Conform to FMVSS302
(FMVSS302 #&)
*k Material component : Rayon/Flame retardant fiber/Acrylic resin/Flame retardant

(R L3 /s 7 ') LB/ SR E)

Product Thickness | Mass per unit area Weight Tensile Strength Width Length
;@ E,ué S e B4+ BX 51383 (N/50mm) -4 &

o mm g/m” kg/Roll MD CD mm m
N9095B (0.15) 35.0 J:é5i7 (1.8) >10 >6 1000 t 105 50 f 160
N9195B (0.25) 50.0 +15.8 (2.5) >31 >17 1000 15 50 10

—12.7 -0 -0
N9295B (0.35) 65.0 +19.2 (3.3) >31 >17 1000 15 50 10
—14.9 -0 -0
N9495B (0.50) 90.0 24T (4.6) >47 >31 1000 15 50 10
—18.5 -0 -0
N9595B (0.70) 130 +33.1 (6.6) >86 >62 1000 15 50 10
—24.4 -0 -0
N9795B (0.90) 200 tgzz (10.D) >117 >94 1000 i105 50 tldo

* The standard items and numerical values listed are items and numerical values that we set to manage the product.
In addition, () notation is a reference value also in management.
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* This specifications is created for the purpose of providing information to customers, and does not guarantee the contents.
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